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REFRIGERATION CAPACITIES

Ammonia (NH3)

Ammonia (NH3)

UNIQUE FEATURES

The MX-Series at a Glance:

Single
Stage

Two
Shaft Power Stage

BKw

Capacity
KW TR

Shaft Power
BKw

Capacity
KW TR
« Better Price / Performance Ratio

» Compact

» Robust

« Reliable

« Efficient

« Service Friendly

» Low Noise Factor

« Light Weight < Cast Iron

MX-100
MX-200
MX-300
MX-400
MX-600
MX-900
MX-1200

110.40
220.81
331.28
441.71
662.67
993.95  282.57 217.10
1325.35 376.79 288.80

* Air Cooled Compressors available in all single stage models

31.38
62.77
94.18
125.58
188.39

24.90
49.80
73.80
97.70
145.40

MX-210
MX-310
MX-420
MX-510
MX-630
MX-720
MX-930
MX-1020

76.10

105.20
152.30
91.50

135.80
141.30
188.20
182.90

21.63
29.90
43.29
26.1

38.60
40.17
53.50
51.99

36.30
49.10
70.50
55.40
79.90
83.20
109.90
108.60
Notes: 1. Figures mentioned here are at 1000 RPM The Performance data is a Reference guideline. For Specific details please contact us.
2. Evaporating temp. for single stage compressors: 0 °Deg. C and 40°Deg. C Condensing temp.

3. Evaporating temp. models MX-210, MX-310 & MX-420: (-) 30° Deg. C.
4. Evaporating temp. for models MX-510, MX- 630, MX- 720, MX-930, MX 1020: (-) 40° Deg. C.

TECHNICAL DATA

Cylinder Arrangement Vertical w 2xV 2xW 3IxW  4xW 1xW 2xV  2xW 2xW 3xW 3xW 4xW 4xW
Number of Cylinders 1 3 4 6 9 12 3 4 6 6 9 9 12 12
Cylinder Bore (160mm) (160mm)
(110mm) (110mm)

Min. 500 RPM  V-BELT DRIVE  Max. 1000 RPM Min. 500 RPM  V-BELT DRIVE  Max. 1000 RPM

Two Stage
156.88 235.11 313.34 313.34 461.7 461.7  626.68 626.68
(265.9) (398.5) (531.1) (531.1) (796.2) (796.2) (1662.19) (1662.19)

Low Stage
538.7 538.7
(928.9) (928.9)
2893 2893 3960 3960
(1315)  (1315) (1799.99) (1799.99)

Piston Stroke
Permissible Speed RPM

Swept Volume of
Suction Gas at

1000 RPM Cu. ft./min
(Cu.m/hr.)

78 156.88 235.11
(132.95) (265.9) (398.5)

313.34  469.93
(531.1) (796.5)

692.6
(1195)

939.86
(1593.3)
Nil Nil
(664.2) (664.2)
1463 1980
(665)  (900)

Nil
(664.2)
1980
(900)

Nil

Wt. of Compressor with
Flywheel in Pounds(Kg)

714
(324)

1260
(572)

1177
(535)

1340
(609)

1534
(697)

1950
(886)

2816 3900
(1280) (1772.7)

Direction of Rotation/

from Oil Pump side Clockwise

Clockwise

Maximum Discharge
Pressure (Bar)

SYSTEM ACCESSORIES

Stainless Steel Water Jacket Stainless Steel Pipe Tubing Direct Weld-in Valves Spare Parts & Tool Kit

Toll Free No: 1-800-2740028
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A-407, Bhakti Plaza, Bremen Square

Metalex Cryogenics Ltd.

EQUIPMENT MANUFACTURING &
PROJECT ENGINEERING COMPANY.

Aundh, Pune - 411007, MH., India

+91 93738 78700, +91 20 25881117/8
Working Hours: 9:30am to 5:30pm IST.

Email: sales@metalexgroup.com
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